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TURBINE NOZZLE PASSAGE BY BOUNDARY-LAYER BLEED

By Robert Y. Wong

SUMMARY

Boundary-layer bleed through a slot placed at the Juncture of the
suction surface snd end wall was investigated hereln to determine whether
bleed in this manner could be used %o prevent the locel accumulation
of boundary-layer fluids due to secondary flows. The results obtained
wilth a single-passage parallel-end-wall nozzle indicate that boundery-
layer bleed along this Juncture can prevent this accumulation. It was
also found that bleed-slot geometry and position and bleed pressure can
markedly influence the bleed welght flow and the effectiveness of the
bleed slot. Boundary-layer bleed spplied in this manner to a turbine
stator thus offers e means of investligating the effect of these loss
regions on turbine rotor performance; however, the bleed welght flow
for an annular cascade rewains to be determined.

INTRODUCTION

Recent investigations indicate that stator secondary flows, in
causing localized accumulations of low-energy fluid, may be a major con-
tributor to the aerodynamic losses in a turbine (ref. 1)}. Radial and
circumferential surveys of total pressure and total temperature taken
at the exit of a turbine indicate large regions of low local efficilency.
The cause of these low local efficiencies was attributed in reference 1
to the regions of low-energy stator flow passing through the rotor.

In view of these findings, it is desirable to evaluate gquantitative-
ly the effect of these localized regions of low-energy flow on over-all
turbine performeance. This evaluation may be accomplished through a re-
duction or elimination of these regions of low-energy flow. This in
turn may be accomplished by application of boundasry-layer bleed in the
region where the boundsry-layer fluids accumulate. The movement of the
boundary-layer fluid on the passage end wall and its accumulation into
a core of low-energy flow along the juncture of the suction surface and
passage end wall are shown schematically in figure 1. From this figure
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it appears that bleed along this Juncture may be effective in removing
the boundary-layer flulds before they can accumulate. TIf a gquantita-
tive evaeluation verifies the qualitative flndings of reference 1, find-
ing effective means of winimizing this source of turbine loss becomes
even more important. Boundary-layer bleed 1n the manner Jjust described
appears promising as a means of accomplishing this evaluatlion, while 1te
actual application to a turbine may or may not be practical.

This investigation was conducted at the NACA Lewils laboratory to
determine whether bleed along the Juncture of the suction surface and
end wall can be effectively used to prevent the accumulation of boundary-
layer fluilds in this region. Included in the investigation is a study
of various slot sizes and slot locations and bleed pressures in order %o
obtain an indicatlion as to the bleed welght flow required. The investi-
gation was conducted at s nozzle-exit Mach number of unity. Surveys of
total pressure were made Jjust downstream of the nozzle exit. The con-
tours of constant totel-pressure ratio obtalned from the surveys at the
nozzle exlt with the bleed slot blocked off are compared with contours
obtained from surveys of the nozzle with the various bleed configura-
tions, in order to evaluate the effectiveness of each configuration.

APPARATUS, INSTRUMENTATION, AND PROCEDURE

The apparatus used in this investigation (fig. 2) consisted of a
single-passage nozzle mounted on the end of a 3-foot length of 15-inch-
diameter pipe. An isometric drawing of the single-passage nozzle is
shown 1n figure 3. The nozzle was designed with perallel end walls and
to turn the flow 60C. The-nozzle throat ares was 3 square inches. A
boundary-layer-removal slot was provided along the juncture of the suc-
tion surface and one of the end walls and constructed so that the slot
configuration could be quickly and easily altered. 1In order to assure
two-dimensional flow into the nozzle, an area convergence from pipe to
nozzle Inlet of S7 percent was used.

Instrumentetion was provided to determine the inlet total pressure
and total tewperature, the total-pressure variation across the nozzle
outlet, the bleed pressure, and the bleed weight flow. The inlet total
temperature was measured with an unshielded thermocouple placed in the
center of the ailr ducting upstream of the nozzle inlet. The lnlet to-
tel pressure was measured wlith & shielded total-pressure probe placed
2 feet upstream of the nozzle inlet and at the center of the plpe. The
outlet totel-pressure variatlon was measured with a hook-type total-
pressure probe mounted in an actuator so that the probe could be moved
to any point in the plane of the nozzle exit. The nozzle-exit total
pressures were transmitted through & pressure transducer and recorded
agalnst probe travel on an automatlc curve tracer. The bleed pressure
was measured with a static-pressure tap placed in the bleed plenum cham-
ber. The bleed welght flow was measured with a calibrated rotameter.
Al]l pressures except the outlet total pressure were measured wilth a

mercury manocmeter.
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With the inlet total pressure set so that the nozzle was Just
choked, total-pressure gurveys of half the Jet stream were made in a
Plane Jjust downstream of the nozzle exlt, as shown in figure 2. These
surveys were taken sc that the total-pressure contours were completely
defined. The bleed rate for a given slot configuration was controlled
by varylng the statlic pressure in the bleed plenum chamber. A summary
of the slot configurations investigated herein is presented in table T.
For comparison with contours obtained from the various slot configura-
tions, the nozzle was first run with the boundsry-layer-removal slot
blocked off. The 1deal nozzle welght flow was calculated using measured
values of inlet total temperature and total pressure and assuming a flow
coefficient of unity at the choked nozzle throat.

RESULTS ARD DISCUSSION

The results obtained from the investigatlon of the single-passage
nozzle with the various bleed-slot configuratlons are presented in fig-
ures 4 to 7. These figures show contours of constant tolal-pressure
ratio measured across the nozzle from the inlet to a plane just at the
exlt of the nozzle for half the Jet stream.

The contours of total-pressure ratloc obtained with the bleed slot
blocked off are given in figure 4 to illustrate the effect of secondary
flows on the boundary layers of thisg particular nozzle configuretion.
This figure indicates that the end-wall boundary-leyer fluids are being
transported toward the suction surface of the passage. As a result, the
end-wall boundary-layer thickness increases from the pressure surface to
the suction surface. Further, the boundary layer on the suction surface,
a8 short distence from the end wall, is considerably thicker than the
boundary layer on the rest of the suction surface. Thus, another mani-
festation of these secondary flows is the formatlon of a localized re-
gion of low-energy flow on the suction surface. The distance these
total-pressure-ratio contours extend intoc the passage beyond the rest of
the suction-surface boundary layer is 'an indication of the amount of
the additional boundary-layer flulds present 1n this region as the re-
sult of end-wall secondery flows. The boundary-layer fluids also appear
to be spilling out of the corner between the suction surface and the
end wall. This phenomenon is attributable to overturning of the lower-
momentum fluids similar to that observed in reference 2. The jet
stream sppears to be larger than the nozzle outlet because of the effects
of mixing of the Jet stream with the surrounding alr and because the
probe is a finite size.

Effect of Bleed Pressure

The survey results obtained by bleeding the end-wall boundsry ley-
er through a bleed slot of Plxed geometry are shown in figure 5 (tests
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ITa to.e of table I). The static pressure to which the boundary

layer was bled was varied from that required to completely choke the
bleed slot to a pressure where recirculatory flows through the bleed

slot took place. The slot geometry used in this particular test-con-
sisted of a full-length slot (portions A through E as shown 1in the ’
figure of teble I), which varied in height from 0.020 inch at the nozzle
inlet to 0.040 inch at the nozzle outlet. This couwbination of length and
height variation resulted in & bleed-slot flow area of 0.032 of the
nozzle throat area. A comparison of these figures with figure 4 indicetes
that, when the bleed pressure i1s sufficilently low (tests ITIa to c),

the leocallzed sccumulation of low-energy flow noted in figure 4 does not
form to any large extent, as indicated in figures 5(a) to (c) by the
thickness of the suction-surface boundary layer. The figures lndicate
that the suction-surface boundary layer in the region of the end wall is
comparable with that along the rest of this surface.

When the bleed pressure was approximately equal to the nozzle-
outlet pressure (test IId, fig. 5(d)), there was insufficient boundary-
layer removal to completely prevent the formastion of the region of low-
energy flow, as 1s iandicated by a slightly thicker suctlon-surface
boundary layer near the end wall. For bleed pressures greater than the
outlet static pressure (test IIe, fig. 5(e)), the region of low-energy
flow was Ilncreased to the point that 1t was even larger then that noted
in figure 4 with the bleed slot blocked off. This phenowenon is prob-
ebly due to reclirculating flows through the slot as a result of the 3
variation of locel nozzle static pressure from above the bleed pressure
over the first portion of the slot to below the bleed pressure over the
nozzle-outlet portion of the slot. Thus, where the nozzle local statilc
pressure 1s above the bleed pressure, the bleed flow moves out of the
nozzle; whereas, 1n the regions where nozzle local static pressure 1s
below the bleed pressure, the flow moves back into the nozzle. The re-
entrance of alr into-the nozzle in the region of the nozzle outlet ap-
pears to cause a major disturbance In the £low in that region.

For tests IIa to e, the bleed weight flow varied from 0.020 of
the ideal nozzle weight flow with bleed slot completely choked to 0.004
for. the condition of recirculating flows.

Effect of Bleed-Slot Helght

Bleed-slot height was next wvaried to determine whether the bleed
welight flow could beé reduced while still maintaining effective control
of the formation of the localilzed region of low-energy flow. For these
tests a full-length bleed slot was used .and bleed pressure was main-
tained constant at a value sufficlent to choke the bleed slot. The slot
heights selected for this phase of the investigation resulted in bleed-
slot flow areas of 0.023 and Q.018 of the nozzle throat area. The

oo
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survey results obtained with bleéd through these slots are given in
figures 6(a) and (b) (tests IIIa and b of table I, respectively).
Comparison of these Pigures with figure 5{a) indicates that the smallest
bleed slot (test IITb, fig. 6(b)) was not quite as effective as the
larger slots ir preventing the formation of the region of the low-energy
flow on the suction surface. This 1s indicated by the slight thicken-
ing of the suction-surface houndary layer in the region of the end wall
in figure 6(b). Couparison of the contours of total-pressure ratio ob-
tained for the two larger slots (figs. 5(a) and 6(a)) indicates that
both slot configurations were about equally effective. The smaller siot,
as indicated by bleed weight flow for these two tests, removes consider-
ably less of the high-energy fluids.

Effect of Slot Length and Position

The effect of slot length and position on the low-energy flow for-
matlons was determined with the slot configuration that had a bleed
flow area of 2.3 percent of the nozzle throat area in the previous
phase of this investigation. Survey results al the nozzle exlt with
various portions of the bleed slot blocked off are glven in figure 7
(tests IVa to e in table I). The bleed pressure was again main-
tained at a value sufficient to choke the entire bleed slot.

The contours shown in figure 7(a) are the survey results obtained
with only the last two-thirds of the bleed slot open (portions C through
E, table I). Comparison of figure 7(a) with figure 6(a) indicates that
effectiveness of the slot was not impalired to any large extent by
blocking off the first third of the bleed slot, even though the bleed
welght flow was reduced by about one-half.

Figure 7(b) presents the survey results obtained with only that
part of the bleed slot behind the throat of the nozzle being open (por-
tions D and E in table I). Inspection of this figure indicates that
blocking off the first two-thirds of the bleed slot reduced the effec-
tiveness of ithe bleed slot.

In the next test the bleed slot ahead of the nozzle throat was left
open and that behind the throat was blocked off. The survey results of
this test are presented in figure 7(c), which indicates that blocking
off the bleed slot downstream of the throat also has an adverse effect
on bleed-slot effectiveness. Thus, secondary flows are stilll taking
place downstream of the nozzle throat.

From the preceding results, it appears that the end portions of this

bleed slot are teking in sowme high-energy flulds. The survey resulits ob-
tained with the end portions (sections A and E in table I} of the bleed

slot blocked off are given in figure 7(d). Comparison of this figure
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with figure 6(a) indicates that shortening the slot on either end did
not impair its effectiveness; and, with the bleed slot—choked, 0.010 of

the ideal nozzle weight flow was removed.

It 1s probable that a further reduction in the bleed weight flow
may be achieved by further changes in the length of the glot or by a
modification of the glot-height variation, which was not altered
throughout this investigation. However, it is felt that these adjust-
ments will only result in minor reductions in bleed welght flows.

CONCLUDING REMARKS

The results of thls investigation indicate that the highly local-
ized regions of low-energy flow resulbting from secondary flows in a
turning passage may be controlled by bleed through e slot placed along
the Juncture of the suctlion surface and end wall. For thils pariticular
nozzle configuration and the best slot configuration tested, approximate-
ly 0.010 of the ideal nozzle weight flow was bled tc prevent the forma-
tlon of a low-energy flow region on the suction surface at—each end wall.
Bleed 1n the region Jjust upstresm and Just downstream of the nozzle
throat was found to be the most effective location. It was also found
that bleed-slot geometry and bleed pressure can greatly Influence the
bleed weight fiow and bleed-slot effectiveness. The application of
boundary-layer bleed to-a turbine stator offers a means of investigeting
the effect of these localized regions of low-energy flow on turbine
rotor performance. It should be noted, however, thet the bleed weight
flow required in an annular cascade remains to be determined.

Lewls Flight Propulsion ILaboratory
National Advisory Committee for Aeronautics
Cleveland, Ohio, May 12, 1955
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TABLE I. - SUMMARY OF SLOT CONFIGURATIONS
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throeat welght flow
flow srea
I 4 None @ | =eme-|mccce | cemcee [ cmeee | ecee-
ITe {5(a)|A through E| 0.020{0.040 0.032 0.51 0.020
b (b) .68 .019
e | (e) .84 .017
d (&) .99 .012
e (e) 1.13 004
IiTa|6(a)|A through E| 0.012|0.032 0.023 0.48 Bleed 0.015
B! (b)|A through E .008| .028 .018 ’51} slot .010
‘ choked
Iva |7(a)iC through E | 0.013|0.032 0.018 0.47 Bleed J.008
b (b)|D through E .0221 .032 .013 .47 slot .007
e | (e)]A through C| .012] .022 .010 47| hoked .007
d | (a)|B through D .013| .030 .014 .49 010
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Figure 2. - Photograph of test

apparatus.
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Pigure 3. - Iscmatric sketch of test nozzle.
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Figure 5. - Contimiad, Effect of bleed preesure on nozzle total-pressure-reatio contours for
" Dbleed plot of f;Lxetl geometry.
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Flgure 7. - Concluded. Effect of slot lepgth and position on nogzle total.pressure-ratlo
contours for choked bleed slot of fixed height.

az

TTESSE WH VOV




1176 01435 4923




